
WARNING! ABRASIVES IMPROPERLY USED ARE DANGEROUS!
CAUTION: Use only as directed to ANSI safety standards B7.1 and OSHA 

CONTAINMENT-FREE (Iron, Sulfur & Chlorine less than .1%)

Improper use can cause serious injury or death! Comply with ANSI B7.1, OSHA and safety 

guidelines. Do not operate faster than the recommended RPM’s or abuse the product. Use 

appropriate protective equipment and mounting guidelines. Grinding with abrasives inevitably 

generates fumes and dust that may be harmful to the skin, eyes and respiratory system. These 

airborne particles are a result of the grinding agent, coolant and the work materials. 

Always consult the venilation and protective equipment guidelines material safety data 

sheets (MSDS). Neglecting any of these guidelines may result in injury or death. Contact your 

distributor for additional guidelines and safety procedures.

1. ALWAYS USE A GUARD 
2. WEAR EYE, EAR, FACE AND HAND PROTECTION 

3. COMPLY WITH ANSI CODE B7.1 AND OSHA REGULATIONS
4. DO NOT EXCEED MAXIMUM RPM ON DISC

DO
1. Always handle and store wheels carefully.

2. Inspect & ring test all wheels before mounting.

3. Check the machine speed and compare to     
the highest safe operating speed marked on 
wheel. 

4. Check the mounting flanges for the correct 
diameter.

5. Use mounting blotters when they are 
supplied with wheels.

6. Work rest must be properly adjusted at the 
center of the wheel or above; shouldn’t be 
more than 1/8” away from wheel.

7. Always use a safety guard that covers at 
least one half of the grinding wheel.

8. Before grinding, allow newly mounted 
wheels to run at the operating speed, with a 
guard in place for at least one minute. 

9. Always wear safety glasses or eye 
protection during grinding. 

10. Turn off coolant before stopping the 
wheel to avoid an out of balance condition. 

DON’T
1. Never use a damaged wheel.

2. Never force a wheel onto the machine or 
change the size of the mounting hole. Get a 
new wheel. 

3. Never pass the maximum operating speed.

4. Never use mounting flanges on surfaces 
that aren’t clean, flat, or free of burrs.

5. Never overtighten the mounting nut. 

6. Never grind the side of the wheel.

7. Never start the machine, until the guard is 
in place.

8. Never jam work into the wheel.

9. Never stand in front of a grinding wheel 
that is active.

10. Never force force grinding that causes the 
motor to become slower or stuck. 

SAFETY OPERATING INSTRUCTIONS



WARNING! 
When grinding it is important to beware of the dust and fumes that are generated. Airborne 

concentrations can become excessive which can cause irritation to the eyes, skin and respiratory 

tract. For proper procedure, always use adequate ventilation, dust control, and personal 

protective equipment. To ensure safety, review the Material Safety Data Sheets (MSDS) for work 

material, grinding wheel, and coolant. 

This pamphlet is a personal guide for the individual using abrasive wheels, whether he/she is 

managing a corporation or in the confines of his/her own home. Grinding and cutting can be 

extremly safe, when basic rules are followed. These rules are derived from material contained in 

the American National Standards Institute Safety Requirements.

SAFETY INFORMATION
Various wheel manufacturers label safety warnings, recommendations and usage limitations 

on the product. It is common to mark even the most limited safety information on the wheel, 

to ensure knowledge and awareness. Before operating, the operator must read and follow all 

instructions supplied in, or on the product container, as well as those marked on the product 

itself. Refer to the safety and operating information printed in the wheel or power tool 

manurfacturer’s catalog, instruction manual, and other available literature. 

IMPORTANCE OF PROPER MACHINE MAINTENANCE
Common causes of wheel breakage have been from improper mounting, excessive speeds, 

abusive operation and/or careless handling of the grinder. It is imperative to regularly maintain 

and inspect procedures to prevent wheel breakages. This is the duty of the user. All portable 

grinders should be carefully inspected on a regualar basis to ensure that the mounting flanges 

are in great condition. They should be of proper shape and size so the governing speed of the 

device functions adequately. 

There should be no damage with the grinder or wheel, but if there has been abusive of the tools, 

refer to OSHA and ANSI B7.1 safety regulations. Read and understand all procedures and safety 

information supplied by the manufacturer of your power tool. 

The workpiece and abrasive materials can generate dust, which is harmful, because exposure 

can lead to lung damage and/or other physical injury. The user must wear government 

approved respiratory, eye, and skin protection. Failure to follow procedures may be of risk to 

ones health. Read the Material Safety Data Sheets (MSDS) before using any materials. Contact 

the suppliers for the workplace materials and abrasive materials for copies of the (MSDS) if one is 

not in proximity.

If you have any questions, please contact your local representative or distributor.

    4”:  MAX RPM  15,300
4.5”:  MAX RPM  13,300 

    5”:  MAX RPM  12,200
    6”:  MAX RPM  10,200

7”:  MAX RPM   8,600

MAXIMUM OPERATING SPEED FOR DISCS ARE AS FOLLOWS:

DO NOT OVERSPEED!


